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Sealing and Insulating – Mastic Tapes

Scotch® Heavy Duty Mining Tape 31
Scotch® Heavy Duty Mining Tape 31 has a tough, abrasion-resistant backing for jacket repair on mining cables. Due to the extreme mining environment,

the original jacket on mining cable gets damaged and needs repair. Scotch® Heavy Duty Mining Tape 31 offers an innovative solution for cable repair. With

its CSM Rubber backing, abrasion-resistant properties and flame retardant mastic, the tape applies easily and remains flexible while maintaining a strong

moisture seal. MSHA-approved.

Adhesive Material Flame Retardant Mastic

Backing Material CSM Rubber

Tape Grade Premium

Tape Type Mining Tape

Operating Temperature
Range

32–221°F (0–105°C)

RoHS 2011/65/EU Yes

Order No. UPC Color Length Width Thickness Breaking Strength Rolls per Case

31-2"X10FT 051128-57150 Black 10' 2.00" 60 mil 156 lbs/in 10

31-2"X6FT 051128-57149 Black 6' 2.00" 60 mil 156 lbs/in 10

31-2"X8.5FT 051128-56812 Black 8.5' 2.00" 60 mil 156 lbs/in 10

Scotch® Mastic Strip 2230
Scotch® Mastic Strip 2230 are short lengths of thin mastic with a removable liner on each side. It can be used in small sealing applications.

Adhesive Material Mastic

Backing Material Mastic

Tape Grade Premium

Tape Type Sealing and Mastic

Operating Temperature
Range

32–100°F (0–38°C)

RoHS 2011/65/EU Yes

Country of Origin

Order No. UPC Color Length Width Thickness Strips per Case

2230 054007-41813 Gray 6.0" 0.624" 90 mil 40
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